ReaderTT.config = {"pagecount":63,"title":"","author":"","subject":"","keywords":"","creator":"Adobe InDesign CC 2015 (Macintosh)","producer":"Adobe PDF Library 15.0","creationdate":"D:20160613153813+02'00'","moddate":"D:20160614131034+02'00'","trapped":"False","fileName":"document.pdf","bounds":[[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"Inhalt","page":2,"zoom":"Fit"},{"title":"1. Allgemeines","page":3,"zoom":"Fit","children":[{"title":"1.1 Erläuterung der verwendeten Symbolik","page":4,"zoom":"Fit"},{"title":"1.2 Haftungsausschluss und Copyright","page":4,"zoom":"Fit"}]},{"title":"2. Sicherheits- und Inbetriebnahmehinweise","page":5,"zoom":"Fit","children":[{"title":"2.1 Gefahren","page":5,"zoom":"Fit"},{"title":"2.2 Bestimmungsgemäße Verwendung","page":6,"zoom":"Fit"},{"title":"2.3 Nicht bestimmungsgemäße Verwendung","page":6,"zoom":"Fit"},{"title":"2.4 Konformitätserklärung","page":7,"zoom":"Fit"}]},{"title":"3. Technische Beschreibung","page":8,"zoom":"Fit","children":[{"title":"3.1 Produktbeschreibung","page":8,"zoom":"Fit"},{"title":"3.2 Bestellbezeichnungen","page":9,"zoom":"Fit"},{"title":"3.3 Technische Daten","page":10,"zoom":"Fit"},{"title":"3.3.1 Allgemeine Technische Daten","page":10,"zoom":"Fit"},{"title":"3.3.2 Abmessungen","page":11,"zoom":"Fit"},{"title":"3.3.3 Minimaler Gehäuseabstand","page":16,"zoom":"Fit"},{"title":"3.3.4 Genauigkeit","page":17,"zoom":"Fit"},{"title":"3.3.5 Torsionssteifigkeit","page":17,"zoom":"Fit"}]},{"title":"4. Antriebsauslegung","page":18,"zoom":"Fit","children":[{"title":"4.1 Auslegung von Harmonic Drive® Getrieben","page":20,"zoom":"Fit"},{"title":"4.1.1 Drehmomentbasierte Auslegung","page":21,"zoom":"Fit"},{"title":"4.1.2 Lebensdauer des Wave Generator Kugellagers","page":23,"zoom":"Fit"},{"title":"4.1.3 Steifigkeitsbasierte Auslegung","page":24,"zoom":"Fit"},{"title":"4.2 Berechnung des Torsionswinkels","page":26,"zoom":"Fit"},{"title":"4.3 Genauigkeit der Oldham Kupplung","page":26,"zoom":"Fit"},{"title":"4.4 Lastabhängiger Wirkungsgrad","page":27,"zoom":"Fit"},{"title":"4.4.1 Wirkungsgradberechnung","page":27,"zoom":"Fit"},{"title":"4.4.2 Wirkungsgradtabellen","page":28,"zoom":"Fit"},{"title":"4.5 Lastfreie Drehmomente","page":31,"zoom":"Fit"},{"title":"4.5.1 Lastfreies Laufdrehmoment","page":31,"zoom":"Fit"},{"title":"4.5.2 Lastfreies Anlaufdrehmoment","page":32,"zoom":"Fit"},{"title":"4.5.3 Lastfreies Rückdrehmoment","page":32,"zoom":"Fit"},{"title":"4.6 Schmierung","page":33,"zoom":"Fit"},{"title":"4.6.1 Fettschmierung","page":33,"zoom":"Fit"},{"title":"4.6.2 Ölschmierung","page":35,"zoom":"Fit"},{"title":"4.7 Axialkräfte am Wave Generator","page":36,"zoom":"Fit"}]},{"title":"5. Installation und Betrieb","page":37,"zoom":"Fit","children":[{"title":"5.1 Transport und Lagerung","page":37,"zoom":"Fit"},{"title":"5.2 Anlieferungszustand","page":37,"zoom":"Fit"},{"title":"5.3 Montagehinweise","page":38,"zoom":"Fit"},{"title":"5.4 Montagetoleranzen","page":42,"zoom":"Fit"},{"title":"5.5 Klemmring","page":43,"zoom":"Fit"},{"title":"5.6 Montage Wave Generator Komponenten","page":43,"zoom":"Fit"},{"title":"5.7 Bohrungsdurchmesser für Solid Wave Generatoren","page":44,"zoom":"Fit"},{"title":"5.8 Friction Shim","page":45,"zoom":"Fit"},{"title":"5.9 Schmierung","page":46,"zoom":"Fit"},{"title":"5.9.1 Fettschmierung","page":46,"zoom":"Fit"},{"title":"5.9.2 Fettreservoir","page":48,"zoom":"Fit"},{"title":"5.9.3 Fettwechsel","page":48,"zoom":"Fit"},{"title":"5.9.4 Ölschmierung","page":49,"zoom":"Fit"},{"title":"5.9.5 Ölbohrung","page":50,"zoom":"Fit"},{"title":"5.10 Vorbereitung","page":50,"zoom":"Fit"},{"title":"5.11 Montage","page":51,"zoom":"Fit"},{"title":"5.11.1 Montage des Circular Splines","page":52,"zoom":"Fit"},{"title":"5.11.2 Circular Spline Verschraubung","page":52,"zoom":"Fit"},{"title":"5.11.3 Montage des Flexsplines","page":52,"zoom":"Fit"},{"title":"5.11.4 Flexspline Verschraubung","page":53,"zoom":"Fit"},{"title":"5.11.5 Montage des Wave Generators auf die Antriebswelle","page":54,"zoom":"Fit"},{"title":"5.11.6 Prüfung vor dem Fügen des Wave Generators","page":54,"zoom":"Fit"},{"title":"5.11.7 Fügen des Wave Generators in den Flexspline","page":54,"zoom":"Fit"},{"title":"5.11.8. Überprüfung der Montage","page":54,"zoom":"Fit"}]},{"title":"6.  Außerbetriebnahme und Entsorgung","page":55,"zoom":"Fit"},{"title":"7. Glossar ","page":56,"zoom":"XYZ null null null","children":[{"title":"7.1 Technische Daten ","page":56,"zoom":"XYZ null null null"},{"title":"7.2 Kennzeichnung, Richtlinien und Verordnungen","page":62,"zoom":"XYZ null null null"}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
