ReaderTT.config = {"pagecount":20,"title":"","author":"Jenewein Natalie SGD AS-SSB/ENS2 *","subject":"","keywords":"","creator":"Acrobat PDFMaker 15 für Word","producer":"Adobe PDF Library 15.0","creationdate":"D:20190218094217+01'00'","moddate":"D:20190218094238+01'00'","trapped":"","fileName":"document.pdf","bounds":[[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"1 Sicherheitshinweise","page":3,"zoom":"XYZ 0 1125 null","children":[{"title":"1.1 Allgemeine Hinweise für Installations-, Wartungs- und Reparaturarbeiten","page":3,"zoom":"XYZ 0 947 null"},{"title":"1.2 Hinweise zur Entsorgung","page":4,"zoom":"XYZ 0 1176 null"},{"title":"1.3 Hinweise zum Lesen der Anleitung","page":4,"zoom":"XYZ 0 996 null","children":[{"title":"1.3.1 Schutzvermerk","page":4,"zoom":"XYZ 116 876 null"},{"title":"1.3.2 Verwendete Symbolik","page":4,"zoom":"XYZ 116 766 null"}]}]},{"title":"2 Definition der besonderen Merkmale","page":5,"zoom":"XYZ 0 1176 null","children":[{"title":"Unterschiedliche Kennzeichnungen","page":5,"zoom":"XYZ 64 727 null"}]},{"title":"3 Umgang mit Bauteilen mit besonderen Merkmalen","page":5,"zoom":"XYZ 0 609 null"},{"title":"4 Prozesshinweise","page":5,"zoom":"XYZ 0 429 null","children":[{"title":"4.1 Schraubfall unter Serienbedingungen","page":5,"zoom":"XYZ 0 386 null"},{"title":"4.2 Schraubfall in Service-Werkstätten","page":5,"zoom":"XYZ 0 273 null"}]},{"title":"5 Position der dokumentationspflichtigen Merkmale","page":6,"zoom":"XYZ 0 944 null","children":[{"title":"5.1 Vorgeschriebenes Anziehdrehmoment für Axialgelenke","page":6,"zoom":"XYZ 0 760 null","children":[{"title":"5.1.1 Zahnstangen-Hydrolenkung (ZHL)","page":7,"zoom":"XYZ 116 1173 null"},{"title":"5.1.2 Zahnstangenlenkung (ZL) und mechanisches Lenkgetriebe der Servolectric EPSc","page":7,"zoom":"XYZ 116 806 null"},{"title":"5.1.3 Servolectric EPSdp","page":7,"zoom":"XYZ 116 629 null"},{"title":"5.1.4 Servolectric EPSapa","page":7,"zoom":"XYZ 116 440 null"}]}]},{"title":"6 Faltenbälge befestigen und abdichten","page":8,"zoom":"XYZ 0 1176 null"},{"title":"1 Safety instructions","page":12,"zoom":"XYZ 0 1125 null","children":[{"title":"1.1 General notices for installation, maintenance and repair work","page":12,"zoom":"XYZ 0 944 null"},{"title":"1.2 Notices on disposal","page":13,"zoom":"XYZ 0 1176 null"},{"title":"1.3 Notices on reading the instructions","page":13,"zoom":"XYZ 0 1034 null","children":[{"title":"1.3.1 Protection notice","page":13,"zoom":"XYZ 116 915 null"},{"title":"1.3.2 Symbols used","page":13,"zoom":"XYZ 116 802 null"}]}]},{"title":"2 Definition of special characteristics","page":14,"zoom":"XYZ 0 1176 null","children":[{"title":"Different markings","page":14,"zoom":"XYZ 64 747 null"}]},{"title":"3 Handling components with special characteristics","page":14,"zoom":"XYZ 0 629 null"},{"title":"4 Notes on the procedure","page":14,"zoom":"XYZ 0 470 null","children":[{"title":"4.1 Screw joint under the conditions of series production","page":14,"zoom":"XYZ 0 427 null"},{"title":"4.2 Screw joint in service workshops","page":14,"zoom":"XYZ 0 313 null"}]},{"title":"5 Position of the characteristics requiring documentation","page":15,"zoom":"XYZ 0 1029 null","children":[{"title":"5.1 Prescribed tightening torque for axial joints","page":15,"zoom":"XYZ 0 849 null","children":[{"title":"5.1.1 Hydraulic power steering gear (HPS)","page":15,"zoom":"XYZ 116 236 null"},{"title":"5.1.2 Rack-and-pinion steering and mechanical steering gear of Servolectric EPSc","page":16,"zoom":"XYZ 116 985 null"},{"title":"5.1.3 Servolectric EPSdp","page":16,"zoom":"XYZ 116 808 null"},{"title":"5.1.4 Servolectric EPSapa","page":16,"zoom":"XYZ 116 618 null"}]}]},{"title":"6 Securing and sealing bellows","page":17,"zoom":"XYZ 0 1176 null"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
